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Custom Mapping 



Here we are going to create our custom maps. 
 
The custom maps are one of the most powerful tools in 
EFILive software suite. 
 
If you’re not using them, you’re not getting the most 
out of your tuning. 



To get started, press 
CTRL+ENTER to create a 
new map. This is the box 
that will appear. 
 
This is the Map 
Properties box and is 
where you’ll enter the 
information for your 
custom maps. 



First, we need to select 
the data that we want to 
see in the main body of 
the map. 
 
For this example, we’ll 
use the Main Injection 
Duration in microseconds 
(uS) as our parameter. 



Then we need to select 
the parameter that we 
want for our columns. 
 
In this case, we selected 
Fuel Rail Pressure. 
 
Now, you can either 
enter the column 
headers manually, or….. 



We can go to our tune 
and select all the 
columns, then right-click 
and select “Copy w/ 
Labels”. 



Once you’ve copied the 
labels, you come back to 
your Map Properties box 
and click on the “Paste 
labels” button and it will 
populate the column 
headers for you. 
 
Much easier, much faster. 



Then we do the exact 
same thing for our 
rows…. 





The Cells tab allows you 
to specify the size you 
want you the cells to 
remain. 
 
I suggest leaving the 
“Constrain cell size” box 
unchecked so your table 
adjusts to the space you 
have available. 



The colors tab is where 
you choose to either 
leave it black and white 
or make it stand out. 
 
If you do nothing more 
than check the “Colored” 
box, it will default to the 
standard EFILive color 
scheme. 



The Empty tab is were 
you tell the map what 
you want done with cells 
that do not contain 
active data. 
 
It’s a good idea to leave 
check the “Hide empty 
cells” box, so you see 
only the parts of your 
tune that actually get 
used. 



Now you just need to go 
back through your setup, 
make sure its how you 
want it and save your 
map. 
 
It’s that easy. 



When you’re done, 
here’s what your finished 
map will look like. 
 
Once you begin logging 
data or open up a 
previously saved data 
log, the cells that are 
used will populate. 
 
Let’s open up a data log! 



JUST WHAT CAN YOU DO WITH THESE 
MAPS? 

HAVE YOU EVER WONDERED WHAT THAT BOX 
TUNER YOU’RE RUNNING IS REALLY DOING? 

 

THIS LOG IS FROM A PASS DOWN THE TRACK WITH 
ONE OF TODAYS BOX TUNERS. 



Here is the data from the pass. Several issues 
stand out in this log. 1 – The timing is running 
into an ECM limiter, denoted by the flatline, 2 – 
the duration values are being pulled back after 
2600 RPM’s. These both limit total power. 



On the map, you can plainly see the tune 
running into the ECM’s hard limiter of 25*’s  



Here we see the total duration values that 
were cut back to approx half of what was 
commanded. 



Here we see the tune running into the ECM’s 
rail pressure limiter, even though it’s 
commanding much higher. 
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